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㸯㸯㸯㸯㸬㸬㸬㸬≉㛗≉㛗≉㛗≉㛗    Features    

㉸ప࿘Ἴࡢ ᐃ㐺ࠋࣥ࣍ࣟࢡ࣐࣮ࢧࣥࢹࣥࢥࢺࢵࣞࢺࢡ࢚ࣞࡓࡋ 

Electret Condenser Microphone suitable for measuring infrasound. 

 

㸰㸰㸰㸰㸬㸬㸬㸬ᵝᵝᵝᵝ        Specifications    

2-1) ᣦ ྥ ᛶ Directional Characteristic     : ↓ᣦྥᛶ  Omni-directional 

2-2) ឤ ᗘ Sensitivity                    : -44 dB ± 4 dB at 0.5 Hz    

( 0 dB = 1 V/Pa ) VCC = 2 V, RL = 15 kΩ 

 Impedance                      : 1.1 kΩ ± 30 㸣 ࢫࣥࢲ࣮ࣆࣥ (2-3

2-4) 㹑/㹌 ẚ S/N Ratio                      : 68 dB 

( 1 Pa, A weighted network ) 

2-5) ື స 㟁 ᅽ Operating Voltage              : 2 V 

2-6) ᾘ ㈝ 㟁 ὶ Current Consumption            : 110 µA Max 

2-7) ᭱  ධ ຊ 㡢 ᅽ Max Input Sound Pressure Level : 128 dB S.P.L. 

2-8) 㔜 㔞 Weight                         : 0.17 g (⥺ࡎࡲྵࢆ Without wires) 

 

㸱㸱㸱㸱㸬㸬㸬㸬እほᅗእほᅗእほᅗእほᅗ    Appearance Drawing [[[[mmmmmmmm]]]]    

 

 

 

 

    

    

    

    

㸲㸲㸲㸲㸬㸬㸬㸬ᅇ㊰ᅗᅇ㊰ᅗᅇ㊰ᅗᅇ㊰ᅗ    Circuit Diagram                                          㸳㸳㸳㸳㸬㸬㸬㸬࿘Ἴᩘ≉ᛶ࿘Ἴᩘ≉ᛶ࿘Ἴᩘ≉ᛶ࿘Ἴᩘ≉ᛶ    Frequency Response 
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