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Dynamic Speaker Unit
DH68 I _RoHS €3

1. %K Features
BEH. "N FtEyYy FMFICHEZDSNEBRXE—Hh—a=v |},
Dynamic Speaker Unit for Telephone Handset, etc.

2. ¥ Specifications

2-1) R E  Sensitivity :90.0 dB £ 3dB (0.1w at 1kHz, 0dB = 20 Pa)
2-2) 4 > E—4 > X Impedance :8Q =+ 20% at 1kHz
2-3) mIELIRFE K% Resonance Frequency(fo) :750H z =+ 150H z
2-4) E % A 751 Rated Input Power :0.5W (Max. 1.0W)
2-5) = & Weight :7.0 = 0.2¢g
3. 5#lE Appearance Drawing [mm]
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4. BEMEEEE Circuit Diagram [mm)]
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5. A K # 4 4Frequency Response
(dB)
+10
10dB
0 s N
N
\
-10
—_ 2 0 -
7
P
50 100 200 500 1000 2000 5000 10000 Hz

A=t I E 71901232 EoHESEBEBAIER2-35
PRIMO CO., LTD. 2-3-5 Nagaoka, Mizuho-Machi, Nishitama-Gun, Tokyo 190-1232, Japan

Tel. 042-556-8711 (&%) +81-42-556-8712 (Foreign trade dept.) Fax. 042-556-8721
Tel. 042-556-8713 (EX#HEFE) e-mail : eigyo@primocorp.co.jp Oct. 2011




